
BEARING CURRENT PROTECTOR
(BCP)

List of Equipment &

Instructions for Mounting

- A PRODUCT BY VIKYAM PIVATE LIMITED 



List of Parts

Par
t

No.

Part Name Qty.

1 Upper Ring – A 1 Nos.
2 Lower Ring – B 1 Nos.
3 Connector Plate -C 4 Nos.
4 Three finger clamp – D (BCP to Studs) 4 Nos.
5 Studs – E (Three finger clamp to Motor Mounting Plate) 4 Nos.
6 Motor Mounting Plate – F 4 Nos.
7 Measuring Scale - G 1 Nos.
8 Electrical wires with Lugs - H

a) Wire Length 4 m
b) Wire Length 0.22m

01 Each

LIST OF PARTS & ACCESSORIES

Upper Ring – A

Lower Ring – B



Connector Plate -C

Motor Mounting Plate – F

Measuring Scale - G

Stud – E

Three finger clamp – D



Electrical Lugs Wire- Length 4.5m              Electrical Lugs Wire- Length 0.22m  

ASSEMBLED PART

Steps for Assembly.

Step 1: Upper Ring i.e. (Ring A) & Lower Ring i.e. (Ring B) gets connected to each other with
help of the Connector Plate - C.  
Identification A – Vikyam Pvt Limited written on it. (Front Face) 

B – www.radcorps.com written on it. (Front Face)

Electrical wires with Lugs - H



Step 2: After Connecting the two 
plates Velcro arrangements is 
provided on both the silicon rubber 
ring, that has to be attached with 
each other which ensures protection
against the entrance of dust & other 
foreign particles 

At lower face, firstly Electrical wire 
lugs are placed then connecting 
plates are installed 

Two connecting plate gets installed on the upper face of the ring & then at lower face
Electrical lugs are placed. After placing the electrical lugs remaining two connecting plate
are installed at lower face as shown in Fig. This forms the assembly of the ring.

(I)Assembly of the Connecting Plates
at upper face of the ring



Step 3: Assembly  of  the  clamping  arrangements,  at  one  end  the  studs  Three  finger  clamp are
installed & other end L-angle plate is installed. Total Number clamping arrangements required is
three or four. This Clamping arrangements makes BCP adjustable at variable distance.

Attaching the Velcro arrangement 
provided on silicon binding ring

Motor Mounting
Plate – Motor Side

Connector Stud with Three finger 
clamp & Motor mounting 
arrangement

Three finger
clamp – BCP Side



Step 4: 
a) Angle Plate with U-slots will be installed on motor casing 
b) Three finger clamp will be installed to the rings.
c) Between the angle plate & Three finger clamp there is a stud which is bolted with nuts & washer
on both ends in order to make it adjustable 

Step 5: Connect the Electrical Lugs Wire- Length 4m to grounding point. 

Inspection of Mountings.

Measuring Scale is provided in order to measure the distance between the tip of the shaft & upper
head of the ring. The distance should be equal from motor shaft to head of ring measured at least at
4  different  position  of  ring  0,  90,  180,  270  degrees  across  the  ring.  Ring  Should  Be  Mounted
perpendicular to the shaft with no inclinations. The main objective behind is to prevent rapid wear &
tear.
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BCP ring

Difference in Height 
because of improper 

mounting

Difference of hight indicating 
improper mounting

Measurement Scale
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R 80 mm

90.0°

To be measured at least in 4 
different points 0, 90, 180, 270 
degrees
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